ReaderTT.config = {"pagecount":15,"title":"Slide 1","author":"Michael","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220616002419Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"Satellite Inner communication \u2013 SpaceWire & CAN Bus","page":1,"zoom":"XYZ 0 825 0"},{"title":"Goals to accomplish in the Project","page":2,"zoom":"XYZ 0 825 0"},{"title":"The LEON3 system including SpaceWire Core","page":3,"zoom":"XYZ 0 825 0"},{"title":"SW port description","page":4,"zoom":"XYZ 0 825 0"},{"title":"The SW port we integrate to the system","page":5,"zoom":"XYZ 0 825 0"},{"title":"The SW port architecture","page":6,"zoom":"XYZ 0 825 0"},{"title":"Current stage of implementation: Minimal System","page":7,"zoom":"XYZ 0 825 0"},{"title":"Host interface block diagram","page":8,"zoom":"XYZ 0 825 0"},{"title":"The FSM of the AHB interface","page":9,"zoom":"XYZ 0 825 0"},{"title":"Basic test of the system","page":10,"zoom":"XYZ 0 825 0"},{"title":"Advanced test of the system","page":11,"zoom":"XYZ 0 825 0"},{"title":"Current minimal system Vs. Final system","page":12,"zoom":"XYZ 0 825 0"},{"title":"Implementation of SW interface as described in GRLIB manual","page":13,"zoom":"XYZ 0 825 0"},{"title":"Present stage of project","page":14,"zoom":"XYZ 0 825 0"},{"title":"Time table","page":15,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
